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Twice the versatility, twice the fun!

V/V, U/U simultaneous receive capability

The IC-2725E is a unique dual band mobile, providing VHF/VHF,
UHF/UHF simultaneous receive capability along with VHF/UHF full
duplex operation. Simple touch of a button allows you to change the
main (transmit) band and sub band.

Independent controls for each band

Operating two bands simultaneously is very simple with lcom’s
symmetric layout with a wide LCD display showing both band set-
tings in an easy to read side by side format. The IC-2725E pro-
vides separate tuning, volume, squelch knobs and function
buttons for the left and right side bands. Also, listen to both bands
independently through separate left and right band audio jacks.

Dynamic Memory Scan (DMS)

With 212 memory channels, Icom’s exclusive Dynamic
Memory Scan system gives you

flexibility over your

scanning lists, fully

customizable in 10

banks.

Photo shows combined
controller/main unit setup
using optional MB-85.

Compact, remote control head

The control head with the 3.5m (11.5’) separation cable is an
easy to install two pieces configuration. This configuration offers
the flexibility of mounting the head while placing the main unit in
an out-of-the-way location without any additional cost. Micro-
phone jacks are mounted both on the control head and main unit
of the radio!

HM-133, remote control microphone
The backlit HM-133, gives you control of your
IC-2725E in the palm of your hand. The lcom
exclusive “Hot keys” (F1/F2) memorize the
transceiver full settings. As if switching between
two separate radios, VHF/UHF operating fre-
guencies, tone settings as well as the display
color and set mode settings are memorized.

HM-133
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Selectable Green and
Amber Display.
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CTCSS and DTCS

The IC-2725E incorporates 50 CTCSS and 104 DTCS operation
along with the tone scan function. Don’t miss out on communica-
tions because of not having the proper type of “tones”! The
“pocket beep” feature gives you an audible and visible indicator
of an incoming call.

And more...

« Optional MB-85 allows mounting the controller on the main unit
* 9600bps packet data terminal (mini-DIN 6-pin connector)

* 10dB RF attenuator

* Selectable squelch delay

* 12 DTMF memory channels (24 digits)

* Sub band auto mute function

* Wide/narrow channel spacing

» Newly adopted MOS-FET power amplifier
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